BOARD OF SUPERVISORS
COUNTY OF NEW KENT
VIRGINIA

0-03-11(R1)

At the regular meeting of the Board of Supervisors of the County of
New Kent in the Boardroom of the Administration Building in New Kent,
Virginia, on the 12th day of December, 2011:

Present: Vote:
Stran L. Trout Aye
W. R. Davis, Jr. Aye
David M. Sparks Aye
James H. Burrell Aye
Thomas W. Evelyn Aye

Motion was made by Mr. Sparks, which carried 5:0, to adopt the
following ordinance:

AN ORDINANCE AMENDING, RESTATING, AND READOPTING
CHAPTER 98, ARTICLE XXIil, OFF-STREET PARKING,
DRIVEWAYS AND LOADING AREAS
TO THE NEW KENT COUNTY CODE

WHEREAS, pursuant to the Virginia Code Section §46.2-1220, the
New Kent County Board of Supervisors has the authority to regulate
parking, stopping and standing of vehicles within its borders; and

WHEREAS, public parking patterns and standards have changed
over the years, and the amended parking standards contained herein are
designed to adapt to these changes; and

WHEREAS, the New Kent County Planning Commission on 19
September 2011, after conducting a duly advertised hearing and
carefully considering the amendments proposed and comments offered,
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voted to recommend approval of the proposed amendments to the New
Kent County Board of Supervisors and;

WHEREAS, the Board of Supervisors finds that changes to the off-
street parking, driveways and loading areas ordinance provisions are
necessary in order to ensure that New Kent County is current with
accepted standards and practices of planning and zoning;

NOW THEREFORE BE IT ORDAINED by the New Kent County Board of
Supervisors this the 12th day of Decemlber 2011 that Article XXIII of the New
Kent County Code be, and it is hereby, amended, restated, and
readopted as set forth below:

ARTICLE XXIil. PARKING & LOADING AREAS
Sec. 98-901. General provisions.

(a)In any district, all structures erected or enlarged and all uses
established, expanded, or changed, for which parking and loading
spaces are required, shall provide parking and loading spaces in
accordance with the requirements established herein.

(b)Nothing contained in this article shall prohibit an electric vehicle
charging station.

(c)All required off-street parking and loading spaces shall be
maintained for parking or loading use for as long as the principal
use for which such spaces were established shall remain.

(d)In the event more than one use which requires parking or loading
spaces is erected or established on the same premises, parking or
loading spaces shall be provided on the basis of the sum of the
required spaces for each individual use. Upon the submission of
operation schedules, a reduction in the number of parking spaces
can be made by the zoning administrator, if it can be clearly
demonstrated that the peak utilization of the parking facility by the
users of the parking facility occurs at different times of the day.
Parking space requirements for a shopping center shall be based
on the Shopping Center use provided in Section 98-903 and shall
not include the parking requirements of individual uses within the
shopping center except for theaters or bingo halls.

(e) Should required off-street parking spaces become unavailable for
use at some future time, an equal number of parking spaces shall
be constructed and provided on either the primary site or by
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another off-site arrangement meeting the requirements of this

article. Failure to provide or construct such replacement parking

spaces within ninety (90) days from the date on which the use of
the previously available off-street spaces was terminated shall be @
violation of this chapter.

(f) Business vehicles parked on the site shall not adversely impact the
availability of parking for customers, clients or employees.

(g) Outdoor storage and display shall not be permitted in required
parking spaces.

(h) In calculating the number of required off-street parking and loading
spaces the following rules shall govern:

1. Floor area shall mean the gross floor area of the specific
use measured from the exterior faces of exterior walls or
from the center line of walls separating two attached
buildings. Unless otherwise specified, floor area shall
include associated corridors, utility rooms and storage
space.

2. Parking spaces required on a per employee or per person
basis in the standards which follow shall be based on the
maximum number of employees or persons on duty or
residing, or both, on the premises at any one time, or the
maximum occupancy load (based on the Virginia Uniform
Statewide Building Code and fire code) of the building or
use, whichever is greater. Overlapping demand for
parking spaces at shift changes shall be considered in
determining these maximum loads.

3. Where fractional spaces result, the parking and loading
spaces required shall be rounded to the next highest
whole number.

4. The parking or loading space requirements for a use not
specifically mentioned shall be the same as required for a
use of a materially similar nature, as determined by the
zoning administrator. However, a site-specific parking
analysis and plan may be required by the zoning
administrator.

(i) No zoning certificate or cerfificate of occupancy may be issued
unless the following criteria are fully satisfied with regard to site
parking:

1. Site parking as shown on an approved site plan has been fully
implemented on the site, including, where applicable,
installation of landscaping, curbs, paving or other surface
treatment, painting or striping to delineate individual spaces,
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installation of necessary regulatory, warning and directional
signage, delineation of handicapped spaces and all other
aspects required or shown on the approved plan; or

2. Site parking as shown on an approved site plan, because of
seasonal or unanficipated weather conditions, cannot be fully
implemented immediately, but has been guaranteed by a
postponed improvement agreement between the developer
and the county in a form acceptable to the county attorney,
and secured by a letter of credit, cash escrow or other
instrument acceptable to the county attorney in an amount
equal fo the remaining cost of such implementation plus a
reasonable allowance for estimated administrative costs,
inflation and potential domage to existing improvements and
vegetation. The zoning administrator shall determine, on a case-
by-case basis, the minimum acceptable level of improvement
necessary for issuance of a temporary zoning certificate under
these circumstances. The building official shall determine, on a
case-by-case basis, the minimum acceptable level of
improvement necessary for issuance of a temporary certificate
of occupancy under these circumstances.

Sec. 98-902. Parking & loading design standards.

(a)Location of parking. The off-street parking facilities required by this
arficle shall be located on the same lot or parcel of land or within
the same project and in reasonable proximity to the uses or
structures that they are intended to serve. Location of all or the
majority of off-street parking to the side or rear of the principal
building is strongly encouraged. For non-residential uses the zoning
administrator may authorize an alternate location that provides
parking for the use in question on a different lot or parcel, subject to
the following:

1. All such parking spaces shall be on property zoned for the
uses which require the parking spaces or for more intensive
uses.

2. The right to permanently use such property for parking shall
be established by deed, easement, lease or similar covenant
or agreement, shall be approved as to form and content by
the county attorney, and shall be recorded in the clerk’s
office of the circuit court.
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(b) Access to off-street parking.

1.

Parking for customers shall be located no farther from the
main entrance(s) of the use it is to serve than indicated
below:

i. Handicapped-accessible parking spaces shall be
located within one hundred feet (100’) or less from the
enfrance of the use, if practicable, and the entire route
shall be barrier-free and plainly marked.

ii. All parking spaces not designated as handicapped-
accessible parking spaces shall be within a reasonable
distance of the enfrance of the use, and the route
between parking spaces and the entrance(s) of the
use shall be safely and conveniently accessible to
pedestrians.

2. Every parking space shall afford satisfactory ingress and

egress for a motor vehicle without requiring another motor
vehicle to be moved, except for single family detached,
duplex and townhouse dwellings where the parking spaces
are located on the same lot as the dwelling unit.  This
exception shall not be extended to required parking spaces
for accessory apartments in single family detached dwellings,
visitor parking in townhouse developments, or parking
required in conjunction with home occupations.

(c) General Design Standards.

1.

Required off-street parking spaces for single-family detached
and duplex dwellings shall be a minimum of nine feet by
eighteen feet (9’ x 18’) in dimension with a driveway that is
consfructed with an all weather surface, affording safe and
convenient access, and passable by emergency vehicles at
all times.

All permanent off-street parking areas proposed in
conjunction with any development other than single-family
detached or duplex dwellings which is subject to the
requirements of this article shall comply with the following
design standards:

i. Parking areas in excess of 20 parking spaces shall be
constructed of concrete, asphalt or other equivalent
permanent, dustless surface such as cobblestone,
Belgian block, brick, grid pavers, interlocking pavers, or
similar surface material; Whereas parking areas with 20
or fewer spaces shall be constructed of the surfaces
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specified above or gravel or similar dustless surfaces,
passable by emergency vehicles.

ii. Parking lotfs shall be set apart from landscaped areas,
walkways, etc. by a permanent curb or wheel stop.

ii. Fire lanes shall be provided as required by the fire
marshal.

iv. Traffic aisles in parking lots shall conform to the
following criteria:

Traffic Aisle Geometry

Angle of Parking Traffic Direction | Aisle Width*
Parallel One - Way 12 Feet

30-degree One —Way 12 Feet

45-degree One —Way 12 Feet

60-degree One - Way 18 Feet

?0-degree One - Way 18 Feet

90-degree Two - Way 24 Feet

*Minimum width of traffic aisles in parking lots for two-way
traffic shall be twenty-four (24) feet. Additional width may
be required if needed for access of emergency vehicles.

v. Pedestrian accommodations shall be provided to
facilitate safe and convenient pedestrian movements
within and between such parking areas and the
establishments  which  they  serve. Pedestrian
accommodations shall be designed in accordance
with all applicable barrier-free access standards as
specified by the Virginia Uniform Statewide Building
Code and the Americans with Disabilities Act.

vi. Lighting shall be provided in accordance with the
standards of Sec. 98-63(9) of the New Kent County
Code.

vii. All parking spaces intended for use by the general
public shall have minimum dimensions of nine feet by
eighteen feet (9" x 18’), or ten feet by twenty feet (10" x
20') if parallel.

viii. All parking spaces for persons with disabilities shall be
provided and labeled on the plan in accordance with
the numerical and design standards established for the
physically handicapped and aged, by the Virginia
Uniform Statewide Building Code and as specified in
the Americans with Disabilities Act.
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ix. Parking lofs containing in excess of twenty (20) spaces
shall be designed 1o reduce or eliminate the
opportunity for oil, gasoline, antifreeze, and other
similar products from being fransported from the lof
and deposited into the surface water by storm water
runoff or infilfrating into groundwater resources.

(d) Off-street loading spaces.

1. Off-street loading spaces shall be located so that there is
sufficient room for the turning and maneuvering of vehicles using
loading spaces.

2. All off-street loading spaces including aisles and driveways
leading to them shall be constructed of concrete, asphalt or
other equivalent permanent, dustless surface material.

3. Each off-street loading space shall be noft less than twelve feet
by fifty feet (12" x 50') in dimension with a vertical clearance of
not less than fifteen feet (15'). The zoning administrator may
authorize a reduction in the length of the required loading
spaces in consideration of the characteristics of the use and
appropriate documentation of typical delivery vehicle fraffic.

Sec. 98-903. Minimum off-street parking & loading requirements.

(a)The following standards shall be minimum standards, unless an
approved parking and/or loading space analysis pursuant to Sec.
98-904 is implemented:

orestal and Conservation Uses

gricuitura

2, plus 1 per each 1,000 square feet of

Farmers’ Market outdoor/open air display area

2, plus 1 per each 1,000 square feet of

Winery-Farm : .
tasting, retail, restaurant areas

2, plus 1 per each 250 square feet of

Winery-Commercial . .
tasting, retail, restaurant areas
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Residential Uses

Apartment or

Condominiom 2 per unit (Does not include garage space) | None
Assisted Living Facility | 0.75 per unit 1
Group Home 3, plus 1 per each 2 beds None
g’g?umdured Home 2 per unit, plus 0.5 per unit in visitor parking | None
Single-Family 2 per unit, plus 1 per each 3 units in visitor None
Attached parking (Does not include garage space)
Single-Family . .

Detached 2 per unit (Does not include garage space) | None

Business, Commercial

and Service Uses

Automobile Fuel
Sales and Service;
Auto Body and
Painting

1 per 500 square feet of enclosed office,

minimum of 5 spaces total

sales or service areq, plus 2 per service bay;

Automobile, Boat,
Farm Equipment, RV,
Truck Sales or Rental

1 per 500 square feet of enclosed office,
sales/rental floor areq; plus 1 per 2,500
square feet of open sales or rental display
lot areq; plus 2 per service bay

Banks and Other
Financial Institutions
with Drive Through
Windows

1 per 300 square feet of floor areq, plus 4
stacking spaces for the first drive through
window, plus 2 stacking spaces for each
additional window

As required by
zoning
administrator

Banks and Other
Financial Insfitutions
without Drive
Through Windows

1 per 300 square feet of floor area

As required by
zoning
administrator

Bed and Breakfast 2, plus 1 per each guest room None
Building Supply Sfrores 1 per 15,000
and Showrooms;

. 1 per 500 square feet of floor area square feet of
Home Appliance

floor area

Sales
Car Wash 5, plus 4 stacking spaces per bay or stall None
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Child or 'f‘dUH . | 5, plus 1 for each 5 students or clients the
Daycare; Preschool; e None
facility is licensed to enroll
Nursery
Conference Center 1 per every 4 fixed seats, plus 1 per 60 :
square feet of open assembly area
1 per 350 square feet, plus 1 per vehicle
Contractor Office garaged on the site, plus 0.75 per 1
employee
I\CA?nriw—vAfngfence Store; 1 per 200 square feet of total building ]
Funeral Home 4, plus 1 per 4 seats or seating spaces in the None
main chapel or parlor
Game Room; Indoor : very 200 square feet of aross fi
Commercial per every quare feet of gross floor None
area
Amusements
1 per sleeping room or suite for first 100
units; plus
e 0.9 persleeping room or suite for units
101 through 200; plus
e 0.8 persleeping room or suite for units
201 through 300; plus
Hotel, Motel, Inn e 0.7 persleeping room or suite for unitsin | ]
excess of 300; plus
1 for each 25 square feet of floor area used
for meeting rooms and for the preparation,
serving or consumption of food or
beverage, but not including storage and
refrigeration areas
Kennel 1 per 10 animals licensed to board None
1, plus 1 per
Lumberyard 1 per 1,000 square feet of office, retail and | 15,000 square

storage area

feet of floor
area

Mini-Storage; Mini-

Warehouse 2, plus 1 per 7 storage units None
Personal Service
Establishment: Barber | | PET 200 square feet of gross floor area, or |

and Beauty

2 per client chair, whichever is greater
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1 per 200 square feet of indoor retail and

Plant Nursery; office space; plus 1 per 5,000 square feet of I per 15.000

. ) square feet of
Garden Center indoor and outdoor display and

. floor area

propagation areas
Office — Medical, 2 per examination or ’rrecfmetnfr room; plus | 1 per 15,000

1 per 350 square feet of administrative square feet of
Dental .

office space floor area
ﬁ?,{gg)e (not otherwise 1 per 350 square feet of total floor space 1 per building
Restaurant — Sit Down ‘1 per 1.00 square feg’r .of dining area :

including outdoor dining

1.5 per 100 square feet of gross floor area

. _ linclusive of outside dining area; plus

Restaurant — Drive-In; . ~ . -

14 stacking spaces for the first drive-in 1
Fast Food . i )

window; plus 3 stacking spaces for each

additional drive-in window
Retail Establishment 1 per. each 250 square feet of gross floor :

o areq; plus 1 for every 500 square feet of

(not otherwise listed) .

open/outdoor display or sales area

1, plus 1 per
15,000 square

Shopping Center

1 per each 250 square feet of floor area

feet of floor
area

Theater 1 per 4 seats None
Timeshare Resort 1.3 per unit None
1 per 350 square feet of floor areq,
Veterinary Clinic excluding kennel space; plus 1 per None
examining room
Industrial, Manufacturing, Processing and Storage
1 per loading

Industrial
Establishment

1 per 300 square feet of office areaq, plus 1
per 500 square feet of remaining floor areq;
or 1.3 per employee on the largest working
shift

dock; or 1 per
15,000 square
feet of floor
area

Laboratory

1 per 350 square feet of floor area

1 per 15,000

square feeft of
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floor area

1 per 300 square feet of office areq, plus 1

1 per fruck
garaged on
the site, plus

Warehouse, Storage | per 10,000 square feet of remaining floor either 1 per
Facility areq; or 1.3 per employee on the largest loading dock
working shift or 1 per 15,000
square feet of
floor area
1 per truck

Wholesale Business,

1 per 300 square feet of office areq, plus 1
per 1,000 square feet of remaining floor

garaged on
the site, plus 1

Distribution Center per 15,000
area
square feet of
floor area
Public, Semi-public, Institutional and Recreation
1 per 4 persons at maximum legall
Amusement Park occupancy, plus 1 per employee on the ]
largest shift
Assembly Hall, Club, | 1 per every 4 seats or per every 60 square :
Lodge feet of assembly area
Batting Cage, Driving
Range, Firearms 1 per 4 persons at maximum legal
Range, Mini-Golf, occupancy; or 5 plus 1 per cage, tee None
Outdoor Commercial | and/or firing position
Amusement
1 per each 4 fixed seats; or 1 per each 60
Bingo Hall square feet of open assembly area without | 1
fixed seafts
Church, House of 1 per. each 4 fixed seats in main ossembly
) areq; or 1 per each 60 square feet of main | None
Worship . .
assembly area without fixed seats
Community Center 1 per every 6 persons at maximum legall None

occupancy limit

Country Club, Golf
Course

1 per 400 square feet of floor area in
meeting rooms, lounges of Country Club
plus 50 per 9 holes
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Health and Fitness

1 per 200 square feet of floor area, plus 1

Center per employee on the maximum shift None
1 per employee on the maximum shift plus
Horse Racing Facility | 1 per 3 persons at maximum legal ]
occupancy
1, plus 1 per
Hospital, Medical 1.5 per patient bed, plus 1 for every 350 15,000 square

Center

square feet of administrative office space

feet of floor
area

1 per 300 square feet of gross floor areq,

Library with a minimum of 10 spaces None
Medical 2 per examining room, plus 1 per 350
. - . . None
Convenience Center | square feet of administrative office space
Based on National Recreation and Park
Association standards for the specific
Park, Playground - . None
facility type and approval of the zoning
administrator
School - Elementary
and Middle, K-8 2.5 per classroom 1
. 1 per classroom or teaching station, plus 1
School - High, 9-12 . 1
per 5 students at capacity
1 per each 2 students of maximum
School - College, . o
) projected enrollment capacity; plus 1 per ]
Trade, Vocational . .
classroom or teaching station
Transportation
1 per 15,000
. 1 per each 2 tie-downs or hangar spaces, square feet of
Airport . . floor areq,
plus 1 per each vehicle garaged on site .
excluding

hangar spaces

Boat Dock, Marina

1 per 5 berths, plus 1 per 500 square feet of
dry storage areaq, plus 2 per each
houseboat mooring; plus spaces for any
restaurant (as required by this Section)




Page 13
0-03-11(R1)
12 December 2011

(b)The parking space numbers derived from the increments contained
in the Table of Parking & Loading Space Requirements above can
be increased by ten percent (10%) rounded to the next highest
whole number.

Sec. 98-904. Reduction or addition of off-sireet parking spaces.

(a) Applicants may have a site and/or use specific parking and/or
loading space analysis and plan prepared by a professional
qualified to perform such studies for submission to the county for
consideration in lieu of the numerical parking or loading space
standards contfained in this article.

1. Such an analysis and plan shall be based on parking/loading
demands at comparable uses or establishments taken within
six (6) months of the date of submission and shall include
comparisons with the Institute of Transportation Engineers (ITE)
Parking Generation report (39 Edition, 2004, or as it may be
amended from time to fime).

2. The parking analysis may also propose, and the zoning
administrator may approve, the construction of a portion of
the required parking for a site in an “overflow” or “peak
demand” lof. Such lofs may be designed with grid paving
systems that allow grass to grow within the paver voids.
Curbing and wheel stops may be eliminated from this portion
of the parking lot.

3. If approved by the zoning administrator, the site-specific
parking or loading plan shall guide the development for the
site, provided that, if the plan provides for fewer parking or
loading spaces than would otherwise be required, an area
sufficient to accommodate one-half (1/2) of the difference
shall be reserved for a period of five (5) years and maintained
as landscaped open space during that time. A reserved
area shall not be required where the site and use-specific
parking analysis and plan refers to a use for which a specific
or comparable listing is not provided in this article.

4. The professional qualifications of the preparer shall
accompany the report.
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Secs. 98-905 - 98-940. Reserved.

[Note: Current §§ 98-901 to 98-906 are to be repealed in entirety and replaced
with the foregoing]

This ordinance shall be effective upon its adoption.

- O%M /%A/pr

Cabell Lawton, IV THomas W. Evelyn
County Administrator Chairman




